PHOTOCATALYTIC AIR PURIFIER
«AMBILIFE» MODEL L10016

OPERATION MANUAL
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Dear customer!

Please read this operation manual carefully before you start using Appliance.
After studying this operation manual you will be able to properly use your Appliance and extend
its service life as well as to ensure your safety.
Please keep this operation manual throughout the whole life cycle of your Appliance.

1. Product description and operation principle
Federation.
the Siberian Branch of the Russian Academy of Sciences (Novosibirsk city). The essence of this
method consists in the destruction of pathogenic microorganisms and photo-catalytic oxidation of
the organic gaseous air pollutants on the photo-catalytic surface under the effect of the ultraviolet
irradiation of the soft band «A» (with the wavelength of 320 to 400 nm). Band «A» irradiation does
not represent the source of ozone emission.
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LED module

Fan
Clean
air

Clean air

Dirty air
Figure 1

represents porous carrier with a photo-catalyst applied to it, irradiated by the UV radiation source.
UV irradiation forms active radicals, which ensure neutralization of all harmful substances that
produce hydrogen peroxide molecules, which are known to everyone for their high antiseptic action.
Hydroxide radicals (OH) and hydrogen peroxide (H202) are characterized by the strong oxidizing
properties and by interacting with bacteria and viruses they deactivate them. This feature allows to
ensure high molecular protection level against the pathogenic microorganisms. Molecular level, at
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which our photo-catalytic filter purifies the air, is at present considered as the highest level of the
modern science.
Bactericidal photo-catalysis effect differs from the direct UV radiation on the micro-organisms,
because it ensures neutralization of microorganisms, which are resistant to UV radiation, such as
Mycobacterium tuberculosis, mold spores or fungi.

2. General information and purpose of the product

Even relatively small pollution sources in the enclosed spaces can create high concentration of
harmful pollutants. In addition to that, quality of human air environment in the enclosed spaces is
greatly reduced due to internal sources of pollution such as household dust, tobacco smoke, soot,
spores, viruses, fungi, bacteria and other substances, which are harmful to human body. All this
leads to such serious diseases as allergies, respiratory diseases, metabolic disorders, weakening
of the immune system, etc. The level of carbon monoxide and nitrogen oxides pollution in the
residential areas situated near highways exceeds the maximum permissible concentration (MPC)
by 10 to 15 times. This means that the same concentration of pollutants can be also found at
your home. That is why it is necessary to continuously clean air in all the rooms, whether it is the
apartment, office or production premises, which should be performed with the help of additional
appliances such as the Appliance/
This appliance ensures disinfection of air (by inactivating microorganisms) in the presence of
people, it does not have any negative effect on the human body because it does not represent the
source of hard UV radiation or ionize the air (because it does not emit ozone), it does not require
frequent switching on/off too (continuous operation of the appliance is recommended).
The Appliance also ensures air purification from volatile organic contaminants (including
various odors). At the same time organic contaminants in the process of the photo-catalysis do not
accumulate on the filter (as in case of НЕРА filter), but they decompose into harmless components
of air such as carbon dioxide and water vapor.
Almost any air purifier design includes the preliminary filter. the Appliance is equipped with the
preliminary dust filter of not less than class F5 (the ultrafine filter). It is made of multi-layer nonwoven fabric, which retains dust particles above three microns, lint, pollen plants, fungi spores,
mould and bacteria.
3.1.
L10016
3.3.

3. Technical characteristics

Main technical characteristics of air purifier photocatalytic household «Ambilife» model
Table 1
The Appliance corresponding to UKhL 4.2 climate category in the process of operation

Parameters

Values

Air flow performance, cubic meter/hour, not less than
Recommended premises’ area (square meter) (in case ceiling height
does not exceed 2.5 m)
Mains voltage, V

100
33
220 ± 10%

Mains frequency, Hz

50

Power consumption, W

22

Noise level: mode I / mode II, dB

34/26

Peak wavelengths of radiation wave, Nm

380 - 385

Overall dimensions, mm

470 x 160 x 170

Mass, kg, not more than

1.8

Operation mode

Not less than 8 hours

3.2 The Appliance corresponds to UKhL 4.2 climate category according to GOST 15150
provisions.
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can withstand temperatures from +10°C to +35°C and 80% relative humidity at +25°C temperature.
3.4. Being the product of class I, type В this Appliance corresponds to provisions of GOST
Р50267.0 with respect to electric safety requirements.

4. Delivery set

Delivery set of the Appliance is as shown in Table 2.
Sl.
No.

Description

Table 2
Quantity

1

The air purifier photocatalytic household «Ambilife» model
L10016

1

2

Operation manual

1

3

Packaging

1

4

Polypropylene bag

1

5

Screw

2

6

Dowel

2

5. Safety precautions

5.1. Before starting Appliance operation you should carefully study this operation manual.
5.2. Special precautions:
• Never operate Appliance with the damaged power cord or plug as well as if its power cord has
a sharp bend or any mechanical damages. Do not remove power cord from the socket by pulling
the cable.
• High temperatures can lead to malfunctioning of the Appliance, therefore do not expose it to
the direct sunlight and keep it away from any heat sources. Openings available on the Appliance
enclosure are provided for ventilation purpose. These openings should not be blocked or closed in
order to prevent Appliance from overheating.
• Do not put any foreign objects into the slots and openings available on the Appliance enclosure,
because it may cause electric shock, short circuiting of the electronic circuit of the Appliance or
breakage of the fan blades.
• Exclude any possibility of getting any foreign objects, insects or liquids into the Appliance,
do not wipe surface of the Appliance in the switched on condition with a damp cloth, do not wash
surface of the Appliance filter.
• Attention: Immediately disconnect the Appliance from power supply source in the following
cases:
- falling down of the Appliance or any damage of the Appliance enclosure;
- damage or wear of the power cord or plug;
- absence of irradiation of the LED module (subject to power supply availability in the line);
- getting any liquids onto or into the Appliance;
• In order to avoid inactivation of the photo-oxidation catalyst do not use the Appliance in case
of peak emissions of volatile chemical contaminants in the air of production shops of industrial
enterprises, as well in the special smoking rooms, subject to styrene compounds availability in the
premises’ air.

6. Preparation for operation

ATTENTION! Accumulation of organic substances adsorbed from air on the photo-catalyst
surface may take place in case of keeping the Appliance for a long time in the de-energized
condition. These substances after switching the Appliance on (including the new one) may produce
some specific smell in the first hours of Appliance operation. Therefore, it is recommended to switch
on the new Appliance for a few hours in ventilated area until the smell disappears.
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6.1. Unpack the Appliance and check its completeness according to provisions of Chapter 4
(please refer to Table 2 at page 5) of this operation manual.
6.2. Carry out visual inspection of the Appliance for possible damages, which may take place
during its transportation.
6.3. If the Appliance has been stored in the cold room or transported at temperatures below
the freezing point, before switching it on the Appliance should be kept at a room temperature for at
least two hours in order to ensure condensate evaporation.

Figure 2
6.4. It is recommended that Appliance should be installed on the horizontal or vertical surface
(please refer to Fig. 2 at page 7). Special holes are provided on the rear wall of the Appliance for
vertical mounting (please refer to Fig. 3 at page 7). It is not recommended to install Appliance near
the window and door openings, as well as less than 0.3 m distance from the walls or partitions.

7. Operation procedure

7.1. Put power cord of the Appliance into 220 V socket.
In case of L-10016 models: After putting power cord into 220 V socket you will hear a long beep
and the Appliance will go into the standby mode (LED indicator flashes green).
Switch “I-0-II” in these models cannot be fixed. In order to switch on or off the Appliance you
should press «I» key. When the Appliance enters “Operation” mode, it will produce beep sound
(LED indicator will continuously light green).

LED indicator
Рower switch
Рower cord
Figure 3
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Key «II» is designed for changing over operation modes (Main or Additional) of the Appliance.
If one long beep sounds after turning the Appliance on, it means that it operates in the «Main»
mode II (please refer to Table 1 at page 5).
If two beeps sound after turning the Appliance on, it means that it operates in the «Additional»
mode I (with the reduced air flow and noise level), which is recommended for night time operation
(please refer to Table 1 at page 5).
7.2. Emergency situations:
Untimely air (dust) filter replacement is considered as one of main reasons of the Appliance
failure. Air (dust) filter should be replaced not less than once in three to four months (after every 2
880 hours) subject to continuous Appliance operation.
		
Emergency situation symptoms can be recognized as follows:
- LED module does not light up;
- full stop of one or two fans;
- reduced fan speed below the preset one, which is caused by clogging of air (dust) filter due
to late replacement.
Protection feature is activated in the event of emergency, the Appliance switches off and
changes over into the «Emergency» mode (LED indicator will continuously light red). In this case
the Appliance should be restarted by pressing «I» key on the “I-0-II” switch.

8. Maintenance and operation features

8.1. In order to ensure reliable and efficient Appliance operation it is necessary to carry out its
periodical maintenance in the timely manner.
8.2. When carrying out periodical maintenance of Appliance it is necessary to follow safety
precautions provided in Chapter 5 of this operation manual.
8.3. ATTENTION! Periodical maintenance of Appliance includes the following operations:
Air (dust) filter should be replaced not less than once in three to four months (after every 2 880
hours) as follows:
-to turn the Appliance off by pressing “I” key (in case of L10016 model);
-to take power cord plug from the socket and place the Appliance on some horizontal surface;
-to remove central decorative cover of the Appliance;
-to disconnect Velcro strips one after another;
-to take out old air (dust) filter from the Appliance;
-to put extreme Velcro strips back into their places (central Velcro strip should remain on the pin
in case of L10016 model of the Appliance);
-to install new air (dust) filter (so that cutting line should be located at the bottom);
-to connect edges of air (dust) filter with the help of Velcro strips (after that in case of L10016
model of the Appliance you should connect Velcro strip situated in the middle part but without any
tension).
Dust filter replacement in case of L10016 model of the Appliance should be performed by
carrying out operations 1, 2, 3, 4, 5, 6 in the succession (please refer to fig. 4 at page 9).
Service life of LED module and photo-catalytic filter makes not less than 5 years.
NOTE. It is not allowed to use water and detergents for dust filter cleaning. In case the Appliance
should be disconnected from power supply (in disabled condition) for more than 72 hours, it should
be kept inside the closed polypropylene bag (in order to exclude access of the air).
All activities to be carried out for maintenance of the Appliance should be performed after
disconnecting it from power supply.
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1. Take out the Appliance and
place it on a flat hard surface.

2. Remove decorative cover
from the Appliance.

3. Disconnect Velcro strips
one after another.

4. Take middle Velcro strips by
both hands and pull them apart in
order to free the dust filter.

5. This will allow you to free
the dust filter.

6. Remove dust filter from the
Appliance.

7. Appliance appearance with the removed dust (air) filter. Please note
special arrangement of the middle Velcro strips (above the internal filter),
which are different from two extreme strips.
Figure 4. Scheme of the air (dust) filter replacement
8

9. Possible malfunctions and methods of their elimination

9.1. In case of any malfunction of the Appliance it should be disconnected from power supply.
9.2. Possible malfunctions and methods of their elimination are shown in the following Table.
Table 3
Malfunction

To check the following:

1. “Mains” indicator does
not light up.

Remedy

Is there voltage in the
To apply voltage to the
power supply network?
power outlet.
Is the Appliance plug
To insert plug into the
inserted into the socket or not? power outlet.
To put switch into position
“I”.
To contact repair center.

2. LED module does
not light up, fans do not
rotate.
3. Fans do not rotate.

To contact repair center.

Repair, replacement of the parts of Appliance and any kinds of technical interventions should be

10. Product storage

10.1. Storage conditions of the Appliance, which belongs to UKhL 4.2 climate category, to be
kept in the manufacturer’s packaging at the manufacturer’s and client’s warehouses should comply
with Chapter 1, GOST 15150 provisions.
10.2. Indoor air should be free from any impurities, which may cause corrosion or damage of
the Appliance.

11. Product transportation

11.1. The Appliance is to be transported in the enclosed vehicles of all types in accordance with
GOST R 50444 provisions.
11.2. Transportation conditions of the Appliance, which belongs to UKhL 4.2 climate category,
should comply with Chapter 5, GOST 15150 provisions.

12. Disposal procedure

The Appliance is to be disposed out as the A category waste or as the solid household waste.

13. Manufacturer information

Russian Federation, 398001, Lipetsk, Sovetskaya street, build. 64, room 1.
Tel./Fax: 8 (4742) 227 232. E-mail: ambilife@inbox.ru. TIN: 4826071348

14. Manufacturer’s warranty

Manufacturing date:_______________________________________
14.1. Warranty period of the Appliance storage makes 24 months from the Appliance installation
date.
14.2. Warranty period of the Appliance operation, model L-10016, is 24 months (17 520 hours),
the lifetime of the Appliance till the disposal makes not less than 5 years
14.3. Warranty period begins from the Appliance purchase date. Sale note should be put in the
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In case of incomplete filling of the warranty certificate or its absence, respective
documents confirming Appliance purchase date should be submitted in order to confirm warranty
period validity of the Appliance. In such event warrantee obligations issue should be decided on the
case-by-case basis.
14.4. The Appliance does not require installation, testing-commissioning and putting into
operation stages.
14.5. During warranty period the manufacturer shall repair or replace the Appliance or parts
thereof free of charge in case of any malfunction subject to strict observance of transportation,
storage and operation rules. In case troubleshooting of the Appliance should be performed under
the warranty clause provisions, warranty period is to be extended for the time during which this
fault was eliminated (from the date of contacting service center till the time when the Appliance was
handed over to the consumer).
14.6. Appliances with defects originated because of the following reasons do not fall under the
warranty clause provisions:
- presence of obvious mechanical damages (such as cracks, chips and spalls on the enclosure
or inside the Appliance, broken connector contacts);
- evidence of mechanical and thermal damage of electronic components on the circuit boards;
- getting of foreign objects, liquids, insects or their metabolic by-products inside the Appliance;
- violation of operation, transportation rules or storage conditions spacified in the operation
manual supplied with the Appliance;
- use of the Appliance not according to its designated purpose or in case such application may
cause excessive load on the Appliance parts;
- nonconformity of power supply parameters and other such factors with the state standards’
requirements;
- natural calamites, fire, social or accidental factors.
The Appliance warranty becomes void in case its warranty seal is found broken, there is
evidence of any assembly and disassembly, repair of the Appliance or unauthorized modification of
the design or scheme of the Appliance, mismatch of model and serial numbers of the Appliance with
respect to the data provided in its warranty certificate.
Manufacturer reserves the right to replace components of the Appliance with respective
equivalents, application of which does not entail any change of technical characteristics of the
Appliance.
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WARRANTY CERTIFICATE
Please ask the Seller to properly and fully fill in this Warranty
certificate and tear-off coupons. Warranty certificate is to be
filled by the Seller.
Warranty certificate is to be filled by the Seller.
The Seller:
(Name, address, phone number)
The Buyer:

Appliance name / Model:
Serial number:
Date of sale:

Warranty period validity: 24 months
Warranty provision conditions:
1. Warranty repair of the Appliance shall be carried out upon the presentation of the properly
filled warranty certificate.
2. Delivery of equipment to the service center for carrying out warranty repair of the same is to
be performed by the client at its own expense if the other is not provided in the additional written
agreements.
3. Warranty clause provisions do not apply to materials and parts that are considered as the
consumables, which are to be used in the process of the Appliance operation.
Warranty obligations termination terms:
Warrantee obligations may be terminated in the following cases:
1. Mismatch of serial number provided for carrying out warranty service of the Appliance with
the serial number stated in the warranty certificate and/or other written agreements.
2. Availability of evident and hidden mechanical damages of the equipment caused by violation
of transportation, storage or operation rules.
3. Mismatch with respect to the terms and conditions applicable to this type of equipment,
which was revealed in the process of Appliance repair.
4. Damage of control labels and seals (if any).
5. Presence of any foreign objects, regardless of their nature, inside the Appliance enclosure if
such possibility is not stipulated in the technical documentation and operation manual.
6. Equipment failure caused by the action of force-majeure circumstances and/or acts of the
third parties.
I do agree with the above warrantee conditions.
_______________________________(The name of the Seller)
_______________________________(The name of the Buyer)
“________“ _____________________

Date of sale

Place of seal
The name and signature of the Seller ________________________ (__________________)
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Russian Federation, 398001, Lipetsk, Sovetskaya str., building 64, room 1
Tel./Fax: (4742) 22-72-32, tel.: (4742) 50-50-25
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